
SUPER 4800
MARINE  CB  RADIOTELEPHONE

WENDEN

WENDEN    MARINE  CB  

RADIOTELEPHONE  IS  one  of  WENDEN's

marine  communications  solutions.  It  is  an

ntegrated  CB  band  radio  with  scan  function

built  into  wide  frequency  range,  simple  and

use-friendly  soft-key  based  operation,

rugged  and  compact  design  suitable  for the

harsh  environment  at  sea,  from  one  of  leading  and

most  experienced  manufactures  of  maritime  information  technology.
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Dimensions

wejght Approx : 3 Kg Un i t mm
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For more information contact

N0.71  Tsueiheng  N.  Road,  Kaohsiung 806,  TAIWAN

TEL 886-7-8213101    FAX 886-7-8418649

http://www. wenden. com. tw

E-Maill info@wenden. com. tw

WENDEN RADIO CO., LTD.

Printed in Taiwan

* Specifications subject to change without notice or obligation.
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Specifications

MODEL                                              

Channel                           :                        480 channels

Modulation                      :                                 AM

Frequency Range            :      24.265-29.655 MHz ( 240 CH )

Antenna Impedance       :                                 50 

Power Supply Required :           DC 12V or DC 24V ( OPTION )

Sensitivity                       :                     AM 1 V.S/N 10 dB

Selectivity                       :                               60 dB

Squelch Range                :                        0.2 V to 500 V

Audio Output power                                   2 W at 8 

Spurious Response        :                               50 dB

RF Output Power            :           8W(DC12V) / 12W(DC24V)

Frequency Stability        :                              0.005% 

Modulation Capability   :                        over AM 100%

Spurious Emission          :                        - 60 dB at 5 W
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